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Main Technical Parameter of Concrete Mixer JS500 & Aggregate Batching Machine PLD800-3

Concrete Mixer JS500

No. Item JS500

1 Fresh Concrete Output 500L

2 Dry Filling Capacity 800L

3 Theoretical Productivity 20-25m³/h

4 Max.size of aggregate (aggregate/pebble) 60mm

5
Blade

Rotate speed 35r/min

6 Quantity 2x7 pcs

7 Power of Main motor 18.5kW

8 Power of Hoisting motor 5.5kW

9 Power of Water pump motor 2.2kW

10 Hopper hoisting speed 18m/min

11 Discharging height 2m

12
Overall Dimension

Transportation 3000x2300x2500mm

13 Working 4461x3050x5225mm

14 Total weight 3250kg

15 Voltage 380V / 50Hz / 3 Phase
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Aggregate Batching Machine PLD800-3

No. Item PLD800-3

1 Weighing Hopper Capacity 800L

2 Storage Hopper Capacity 3x2.5m3

3 Theoretical Productivity 40-48m³/h

4 Weighing Accuracy ±2%

5 Maximum weighing 3000kg

6 Number of aggregate 3 kinds

7 Feeding Height 2450mm

8 Speed of feeding belt conveyor 1.6m/s

9 Power 4x3kw=12kw

10 Total Weight 2200kg

11 Overall Dimension Working status 7500x1560x2850mm

12 Total weight 2200kg

13 Voltage 380V / 50Hz / 3 Phase


